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NOTES:
1. Electrical
! .Rated Current & Voltage : DC 12 V ; 1A
.Contact Resistance: 100 mohm maximum
at Working Height(Quiescence)
| 2. Mechanical
‘ c -~ o CFull store: 1.30 mm
o | o % = Working Store: 1.0 mm
%o ) O o .Spring Force :35gfx7gf at Working Height
S 3 T +H .Durability: 10,000 cycles(minimum)
H ol o © 3. Environmental
To) o X e .
o - c < .Opergt_mg Temperature: —25°C~+85°C
~ ) X Humidity Range: 10%RH~90%RH
© ) .Salt Spray: 48 Hours
g é = 4. When the current is greater than 1A then need to
31 50 bl =1 o increase the time delay circuit(3 second)
R SR | - O 5. To avoid arcing issue, The adaptor start to power
E o) supply after connector mated fully.
< 6. To ensure the best usage,please operate it based
on the working height.
7 .RoHs&HF compliant product.
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NOTES:   1. Electrical     .Rated Current & Voltage : DC 12 V ; 1A      .Contact Resistance: 100 mohm maximum       at Working Height(Quiescence)   2. Mechanical     .Full store: 1.30 mm     .Working Store: 1.0 mm     .Spring Force :35gf±7gf at Working Height    .Durability:10,000 cycles(minimum)   3. Environmental     .Operating Temperature: -25°C~+85°C    .Humidity Range: 10%RH~90%RH     .Salt Spray: 48 Hours    4. When the current is greater than 1A then need to     increase the time delay circuit(3 second)   5. To avoid arcing issue, The adaptor start to power        supply after connector mated fully.    6. To ensure the best usage,please operate it based      on the working height.   7 .RoHs&HF compliant product.  
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